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The smar tGAS TCDM i s  a  h igh ly  prec ise 
and stable Thermal Conductivity Detector 
(TCD). It is designed for the use as an OEM 

detector. 

For indication of the signal analog as well as 
digital output is provided. For internal calibration, 
configuration and digital indication of the signal a 
TTL-level RS232 communication device is required. 

In  given cases,  a cross sensit ive gas may be 
measured  separat e ly  and t he  s ignal  o f  th i s 
measurement is fed into smartGAS TCDM where 
a n  i n t e r n a l  ro u t i n e  c o m p e n s a t e s  t h e  c ro s s 
sensitivity.

Thermal Conductivity Gas Detector Module: 
smartGAS TCDM

Basic parameters 
Measurement Technology Thermal conductivity
Connection 6mm pipe
Dimensions 75x64x45 (WxHxD in mm)
Pressure-proof to 10 bar absolute
Power supply 21V to 30V DC / 1000mA(max)/ 500mA(typ)
Interface UART 3.3/5V TTL, RS 232, Analog
Ambient temperature range -20° C to 50° C
T90 time at 60l/h < 1sec
Calibration on site Yes

Options:
Flow measurement Yes
Multi Gas Mode Yes
Protection against corrosion Yes
Protection against condensate and dust Yes
Moisture measurement Yes
Cross-sensitivity compensation Yes, external signal required

Specifications gas analysis :
Noise < 1% of smallest range
Drift at zero point per week < 2% of smallest range
Repeatability < 1% of smallest range
Non-linearity < 1% of range
Measuring error with ambient temperature change per 10° K < 1% of smallest range
Flow influence between 60l/h and 90l/h per 10l/h < 1% of smallest range
Fault with measurement gas change (Pabs > 800 hPa) per 10 hPa < 1% of smallest range
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Th e  s m a r t G A S  G D  T C D  i s  t h e 
new generat ion  of  our  thermal 
conductivity analyzers.

The smartGAS GD TCD  includes a low 
noise technologie. This is particularly 
crucial for measurements in the trace 
range.

New measurement tasks can be realized 
with the smartGAS GD TCD. In particular, 
t h e  p o s s i b i l i t y  o f  c r o s s - s e n s i t i v i t y 
compensation using external signals in 
real time. The data access is possible via 
an RS232 interface.

Thermal Conductivity Gas Detector: 
smartGAS GD TCD

Basic parameters
Measurement Technology Thermal conductivity
Sampling Analyzer extractive
Connection 6mm pipe
Dimensions 145x80x85 (WxHxD in mm)
Protection class IP 65
Pressure-proof to 20 bar absolute
Power supply 18V to 36V DC / 700mA
Interface UART 3.3/5V TTL, RS 232, Analog
Ambient temperature range -20° C to 50° C (Lowest -10° C when filled with glass beads)
Weight to 1800g
T90 time at 60l/h < 1sec

Communication:
RS232 Yes
Current output 1x, 0/4-20 mA
Voltage input 2x, 0-10V
Display Yes
Relays 3x
Calibration on site Yes
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Options:
Multi Gas Mode Yes

Protection against corrosion Yes

Protection against condensate and dust Yes

Suitable for inflammable gases Yes

Cross-sensitivity compensation Yes, external signal required

Protection against Condensate and Dust Yes

Protection against Corrosion Yes

Integrated Pressure compensation Yes

Integrated Humidity measurement Yes

Integrated Flow measurement Yes

Glass bead filling for combustible gase Yes

Specifications gas analysis :
Noise < 1% of smallest range

Drift at zero point per week < 2% of smallest range

Repeatability < 1% of smallest range

Linearity Error < 1% of range

Measuring error with ambient temperature change per 10° K < 1% of smallest range

Flow influence between 60l/h and 90l/h per 10l/h < 1% of smallest range

Fault with measurement gas change (Pabs > 800 hPa) per 10 hPa < 1% of smallest range
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Typical Gas Ranges both models
Measuring Gas Carrier Gas Basic range Smallestrange Smallest range atend

H2 He 20%-100% 20%-40% 85%-100%

H2 CH4 0%-100% 0%-0.5% 98%-100%

H2 N2 or air 0%-100% 0%-0.5% 98%-100%

H2 Ar 0%-100% 0%-0.4% 99%-100%

H2 CO2 0%-100% 0%-0.5% 98%-100%

He N2 or air 0%-100% 0%-0.8% 97%-100%

He Ar 0%-100% 0%-0.5% 98%-100%

CH4 N2 or air 0%-100% 0%-2% 96%-100%

CH4 Ar 0%-100% 0%-1.5% 97%-100%

O2 N2 0%-100% 0%-15% 85%-100%

O2 Ar 0%-100% 0%-2% 97%-100%

NH3 H2 0%-100% 0%-5% 95%-100%

N2 Ar 0%-100% 0%-3% 97%-100%

N2 CO2 0%-100% 0%-3% 97%-100%

CO H2 0%-100% 0%-2% 99%-100%

Ar N2 or  air 0%-100% 0%-3% 97%-100%

Ar CO2 0%-100% 0%-50% 80%-100%

CO2 N2 or air 0%-100% 0%-3% 96%-100%

CO2 Ar 0%-100% 0%-20% 50%100%

SF6 N2 or air 0%-100% 0%-2% 96%-100%
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